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TV Spigot with 
Followspot Plate

Doughty Engineering Ltd  -  Crow Arch Lane, Ringwood, Hampshire, BH24 1NZ, UK
+44 (0) 1425 478961, sales@doughty-engineering.co.uk  -  www.doughty-engineering.co.uk

A 28mm (1.10") diameter male TV spigot fitted 
with an M10 or M12 stud and followspot plate

Part Nos T72700 - Ø120mm (4.72") plate & M10 Stud
T72900 - Ø100mm (3.94") plate & M12 Stud

Spigot Ø28mm (1.10")

Materials
Mild Steel - Followspot plate
Stainless Steel - Spigot
Grade 8.8 - Fixings

Finish Natural

WLL Not Rated

Weight 0.82Kg (1.81 lbs)

Dimensions in mm & inches

120 (4.72")
28

5 (0.20")

12
2 

(4
.8

0"
)

14
8 

(5
.8

3"
)

7 THRU
(0.28")

M10 x 1.5 (0.06")

(1.10")

T72700



7 THRU
(0.28")

100 (3.94")

M12 x 1.75 (0.07")

5 (0.20")

28

12
2 

(4
.8

0"
)

14
8 

(5
.8

3"
)

(1.10")

T72900

Doughty Engineering Ltd  -  Crow Arch Lane, Ringwood, Hampshire, BH24 1NZ, UK
+44 (0) 1425 478961, sales@doughty-engineering.co.uk  -  www.doughty-engineering.co.uk


